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Datasheet 

CESCO Fire Rated Metal Boxes 

The CESCO Fire Rated Metal Boxes are high quality fire rated dry lining boxes designed 

and manufactured by CESCO. These boxes are specifically design for installation in fire 

rated plasterboard wall and are engineered to achieve up to 120 minutes of fire integrity 

per BS1364-1 standards. 
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CESCO Fire Rated Metal Boxes 

 Size Depth Minimum 

Plaster-

board 

20mm 

Hole 

Qty 

25mm 

Hole 

Qty 

Tray 

Quantity 

Carton 

Quantity 

Maximum  

Plaster-

board 

TEFDL15 1 Gang  35mm 12.5mm 2 3 10 100 18.5mm 

TEFDL25 2 Gang 35mm 12.5mm 3 3 5 50 18.5mm 

TEFDL18 1 Gang  47mm 12.5mm 2 3 10 100 27.5mm 

TEFDL28 2 Gang 47mm 12.5mm 3 3 5 50 27.5mm 

TEFDLR 70mm 

Round  

50mm 8mm 3 0 10 100 28.5mm 

 
• Supplied with Brass earth terminal & screw 

• Supplied with adjustable lug for easy fixing 

• Fire Resistance Test 120 Minutes 

• EN1364-1/EN 1363-1 

• ISO 10140-2-2010 Acoustic Test 

• Green Fire Pad 

• All supplied with 6*6 Earth Lug 

• Temperature Rating -5° to +40° 
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• Galvanised Steel Body 

• Brass Earth Lug and Screw 

• Steel Screws 
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